Safety Inspection Checklist for COPE Program Equipment

· Ascenders (rope and cable) - 
Check for:

___   Excessive wear, cracks, sharp edges
___   Rust, deformities

___   Operating gates / locking mechanisms

· Belay Devices – 

Check for:

___   Excessive wear, cracks, sharp edges

___   Rust

___   Signs of crushing / deformities
· Carabineers / Quick Links - 
Check for:

___   Excessive wear, cracks, sharp edges

___   Rust, deformities

___   Operating gates / locking mechanisms

· Caving Ladder – 
Check for:

___   Excessive wear, cracks, sharp edges

___   Signs of crushing / deformities
___   Rust, deformities

___   Cuts, fraying, abrasions

___   Operating gates / locking mechanisms

· First Aid Equipment – 

Check for:

___   Complete Medical Kit

___   Emergency Procedures

___   Rescues Procedures

___   Incident / Close Call Report

___   Emergency Communication

· Grounds – 

Check for:

___   Rocks, holes, insects, debris

___   Adequate ground cover

· Helmets – 

Check for:

___   Intact suspension systems

___   Secure chin straps

___   Cracks

___   General sanitation (sniff test)

___   Under 5 years old

· Ladders – 

Check for:

___   Rungs solidly secured

___   Splintered, cracked, or cut rungs

___   Bent or jammed steps, rails, or extension

___   Operating gates / locking mechanisms

___   “Feet” solidly secured

· Lobster / Crab Claws – 

Check for:
___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft/hard spots, lumps, dirt, or fused areas

___   Operating gates / locking mechanisms

___   Under 5 years old

· Personal Fall Arrest System –
Check for:

___   Excessive wear, cuts, fraying, abrasions

___   Excessive glazing

___   Integrity of knots, splicing, stitching

___   Chemical damage or exposure

___   Soft/hard spots, lumps, dirt, or fused areas

___   Operating gates / locking mechanisms

___   Check of activation of load limiting device

___   Under 5 years old

· Ropes – 

Check for:

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft/hard spots, lumps, dirt, or fused areas

___   Under 5 years old

· Seat / Body / Chest Harnesses – 

Check for:

___   Intact buckles, connections

___   Cuts, ripped seams, stitching
___   Chemical damage or exposure

___   Hardening or stiffness

___   Excessive wear

___   Under 5 years old

· Trolleys / Pulleys (single or dual wheel) -

Check for:
___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts
· Webbing – 

Check for:

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft/hard spots, lumps, dirt, or fused areas

___   Under 5 years old

· Zip Line Tethers –
Check for:

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft/hard spots, lumps, dirt, or fused areas

___   Operating gates / locking mechanisms

___   Under 5 years old
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· All Aboard
Check for:
___   Boards for structural integrity

___   Protruding nails, screws

___   No splinters

___   Integrity of platforms

___   Stability of platforms

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Artesian Beams

Check for:
___   Boards for structural integrity

___   Poles for structural integrity

___   Protruding nails, screws

___   No splinters

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Cable Criss-Cross

Check for:
___   Trees for structural integrity

___   Cables for snags, broken wires

___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment

___   All Ropes attached, clean, no burrs

___   Insects

___   Trails

___   Test with body weight

· Giant’s Finger – Tire on Pole

Check for:
___   Tire for structural integrity

___   Poles for structural integrity

___   No splinters

___   Bolts have tight nuts not damaged

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Islands

Check for:
___   Boards for structural integrity

___   Beams for structural integrity

___   Protruding nails, screws

___   No splinters

___   Integrity of platforms

___   Stability of platforms

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Low Multi-vine

Check for:
___   Trees for structural integrity

___   Cables for snags, broken wires

___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment

___   All Ropes attached, clean, no burrs

___   Insects

___   Trails

___   Test with body weight

· Meuse

Check for:
___   Boards for structural integrity

___   No splinters

___   Integrity of platforms

___   Stability of platforms

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Mohawk Walk

Check for:
___   Cables for snags, broken wires
___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged
___   Environment

___   Insects

___   Trails

___   Test with body weight

· Nitro Crossing - Drop Zone

Check for:
___   Trees for structural integrity

___   Cables for snags, broken wires

___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Test and listen for unusual noises

___   Test and look for greater sag

___   Environment

___   Ropes attached, clean, no burrs

___   Insects

___   Trails

· Porthole
Check for:
___   Trees for structural integrity

___   Cables for snags, broken wires

___   Hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment

___   Insects

___   Trails

___   Test with body weight
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· Spider Web

Check for:
___   Integrity and tightness of web
___   Trees for structural integrity

___   Hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment

___   Insects

___   Trails

· Swinging Log

Check for:
___   Trees for structural integrity

___   Poles for structural integrity

___   No splinters

___   Cables for snags, broken wires

___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Tire / Rope Traverse

Check for:
___   Tire for structural integrity

___   Poles for structural integrity

___   Cables for snags, broken wires

___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment

___   All Ropes attached, clean, no burrs

___   Insects

___   Trails

___   Test with body weight

· TP Shuffle

Check for:
___   Poles for structural integrity

___   No splinters

___   Integrity of platforms

___   Stability of platforms

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Triangle Traverse

Check for:
___   Trees for structural integrity

___   Cables for snags, broken wires

___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment

___   All Ropes attached, clean, no burrs

___   Insects

___   Trails

___   Test with body weight
· Trolley

Check for:
___   All Ropes attached, clean, no burrs
___   Boards in good shape

___   No splinters

___   Course flat and clear

___   Environment

· Trust Dive

Check for:
___   Poles for structural integrity

___   Stability of Poles

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Truss Fall

Check for:
___   Trees for structural integrity

___   Boards for structural integrity

___   Protruding nails, screws

___   No splinters

___   Integrity of platforms

___   Bolts have tight nuts not damaged

___   Environment

___   Insects

___   Trails

___   Test with body weight

· Water Wheel / Meat Grinder

Check for:

___   Trees for structural integrity

___   Boards for structural integrity

___   Poles for structural integrity

___   Protruding nails, screws

___   No splinters

___   Loose Carpet

___   Loose Fire Hose

___   Cables for snags, broken wires

___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment – overhead

___   Environment – under foot

___   Environment surrounding

___   Insects

___   Trails

___   Test with body weight

· Wild Woosey

Check for:
___   Trees for structural integrity

___   Cables for snags, broken wires

___   Cable hardware for wear or damage

___   Bolts have tight nuts not damaged

___   Environment

___   All Ropes attached, clean, no burrs

___   Insects

___   Trails

___   Test with body weight
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· Berma Bridge
Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples
   Platforms:
___   Integrity / Stability
___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.
   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas
___   Under 5 years of age
   Trolleys:
___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Carabineers / Quick Links:
___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:
___   Test with body weight

___   Environment

___   Insects

___   Trails

· Catwalk
Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails
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· Commando Climb

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails

· Commando Crawl

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails
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· Confidence Pole

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Shear Reduction Devices:

___   Properly installed

___   Tightened nuts and undamaged.

___   Excessive wear, cracks, sharp edges

___   Signs of crushing / deformities
___   Rust, deformities

   Target Assembly: 

___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions
___   Retrieval system operational

   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails

· Giant’s Ladder

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails
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· Multivine Traverse

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails

· Rappel Line

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Trolley Tethers:

___   Excessive wear, clean, no burrs

___   Cuts, fraying, abrasions

___   No chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails
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· Screamer

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails

· Slackline

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails
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· The Beam

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

   Cables:

___   Snags / broken wires
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails

· The Wall

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails

· Zip Line

Check for:

   Poles:

___   Integrity / Stability

___   No splinters

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Ropes:
___   Properly attached, clean, no burrs

___   Excessive wear, cuts, fraying, abrasions

___   Chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Trolley Tethers:

___   Excessive wear, clean, no burrs

___   Cuts, fraying, abrasions

___   No chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails
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· 1400ft Zip Line (Bear Creek)
Check for:

   Poles:

___   Integrity / Stability

___   No splinters

___   Loose staples

   Platforms:

___   Integrity / Stability

___   Loose/cracked boards / nails

   Cables:

___   Snags / broken wires
___   Test and look for greater sag
   Hardware:

___   Properly installed hardware

___   Excessive wear or damage
___   Tightened nuts and undamaged.

   Trolleys:

___   Excessive wear, smooth rolling wheels
___   Cracks, sharp edges, rust, deformities
___   Properly installed bolts

   Trolley Tethers:

___   Excessive wear, clean, no burrs

___   Cuts, fraying, abrasions

___   No chemical damage or exposure

___   Soft / hard spots, lumps, dirt, fused areas

___   Under 5 years of age
   Carabineers / Quick Links:

___   Properly closing gates

___
  Locking mechanisms 

   Universal Items:

___   Test with body weight

___   Environment

___   Insects

___   Trails






















